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The illuminated momentary switch button is two inches square for 
easy activation and is visually conspicuous.  The standard “PUSH to 
EXIT“ signage is large for easy identification. The high impact resistant 
material stands up to abuse.

The “PUSH to EXIT” signage complies with NFPA requirements.  The 
422A is designed for access and egress applications for the disabled 
and is equipped with the blue button and disabled access symbol. 

The SDC 400 series are compact, unobtrusive and contemporary in 
design making it the perfect choice where esthetics are a priority.  Built 
to last, the 400 series are backed by proven reliability and longevity.

400 Series 410 & 420 Series

SECURITY DOOR CONTROLS
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Specifications

Contact: 5 Amp @ 30VDC
Wire Leads: 6'', 20 Gauge

1 Gang: 2 7/8" x 4 1/2" x 20 Ga. (73 x 114 x 0.912 mm)
Narrow: 1 3/4" x 4 1/2" x 20 Ga. (45 x 114 x 0.912 mm)

¾'' Button - Green Lens - Dull Stainless Steel Finish 
1 Gang Narrow Contact  Sign
401U 401NU AA (On/Off) SPDT none
402U 402NU Momentary SPDT EXIT
403U 403NU With Timer Module 1-60 sec.  

12/24V AC/DC, 2A SPDT Contact
EXIT

404U 404NU Momentary DPDT EXIT
405U 405NU AA (On/Off) DPDT none

Contact: SPDT, 10 Amp @ 30VDC
Timer: SPDT 2 Amp @ 12/24VDC

Wire Leads: 6”, 20 Gauge
1 Gang: 2 7/8" x 4 1/2" x 20 Ga. (73 x 114 x 0.912 mm)
Narrow: 1 3/4" x 4 1/2" x 20 Ga. (45 x 114 x 0.912 mm)

C 605 Bright Brass D 606 Dull Brass F 611 Bright Bronze
G 612 Dull Bronze H 613 Oil Rubbed Bronze P 625 Bright Chrome

L1G 1 Green LED L3Tri-color LED - Red, Green, Amber
L1R 1 Red LED R Red Button in lieu of green
L2 1 Red,1 Green LED

2'' Button - Blue Iluminated lens only
422AU Momentary SPDT
423AU Integrated 1-60 sec Timer 

12/24VDC, 2A SPDT Contact

1 Gang;  2'' Button, Green Illuminated Lens - Stainless Steel
Narrow;  1¾''x1'' Button, Green Illuminated Lens - Stainless Steel

1 Gang Narrow Contact Sign
422U 412NU Momentary SPDT PUSH TO EXIT
423U 413NU Integrated 1-60 sec Timer 

12/24VDC, 2A SPDT Contact
PUSH TO EXIT

C 605 Bright Brass D 606 Dull Brass F 611 Bright Bronze
G 612 Dull Bronze H 613 Oil Rubbed Bronze P 625 Bright Chrome

L1G 1 Green LED L3Tri-color LED - Red, Green, Amber
L1R 1 Red LED E Add Exit sign To AA Function Switch
L2 1 Red,1 Green LED R Red Button in lieu of green

Suffix ‘U’ above indicates standard finish stainles steel
For special finish use suffix below in lieu of “U”

Suffix ‘U’ above indicates standard finish stainles steel
For special finish use suffix below in lieu of “U”

CSFM Listed
Access Control Accessory

3625-0324:107

Enterprise Engineering  
Laboratories Listed

UL 294 Test Standard Compliant

Model Finish Option
402 U L2
422 U L2

Example



Code Compliant Exit Switches 430 Series Mushroom Exit Switch

L1G 1 Green LED L3 Tri-color LED - Red, Green, Amber
L1R 1 Red LED R Red Button in lieu of green
L2 1 Red,1 Green LED

Input: 12 or 24 VAC/DC @ 26mA max
Contact: 2 SPDT Dry, 2 Amp @ 30VDC

Operating Temp: -20° F to 120° F (-29° C to 49° C)
Dimensions: 1.5” H x 6.25” W x 1.5” D 

(38.1 H x 148.8 W x 38.1 D mm)
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Latching Function with Key Reset 

Options

FinishesSpecifications

Specifications

Code Compliant  Manual Releasing Devices and Sensors
423M and 413MN exit switches used together with the MD31D PIR sensor 
comply with manual releasing device and sensor device requirements for 
Access-Controlled Egress Doors per the following codes:

1 Gang Narrow Contact Sign
423MU 413MNU Integrated Fixed 30 sec. Timer                                          

12/24VDC, 2 Amp SPDT Output
PUSH 

TO EXIT

Contact: Momentary, SPDT 10 Amp @ 30VDC
Wire Leads: 6”, 20 Gauge

1 Gang: 2 7/8" x 4 1/2" x 20 Ga. (73 x 114 x 0.912 mm)
Narrow: 1 3/4" x 4 1/2" x 20 Ga. (45 x 114 x 0.912 mm)

Model Color
MD-31DW White PIR Egress Sensor
MD-31DB Black PIR Egress Sensor

C 605 Bright Brass D 606 Dull Brass F 611 Bright Bronze
G 612 Dull Bronze H 613 Oil Rubbed Bronze P 625 Bright Chrome

PIR Egress Sensor

The SDC 430 Heavy Duty Industrial Series incorporates a 1 1/2'' 
round mushroom button with heavy duty water resistant contacts.  The 
assembly is capable of withstanding high impact and is ideal for heavy 
duty high frequency use. 

The SDC 432KUR latches when depressed and must be reset with the 
built-in-key.  Applications include alarm, panic alarm and emergency door 
release where systems are restored by authorized personnel only. 

1.5'' Mushroom, Green Button Standard, Dull Stainless Steel

1 Gang Narrow 2 Gang Contact Sign
431CU 431CNU AA (On/Off) NC SPST none
431OU 431ONU AA (On/Off) NO SPST none
432CU 432CNU Momentary NC SPST EXIT
432OU 432ONU Momentary NO SPST EXIT

433U Momentary with Timer Module, 
Adj. 1-60 seconds 
12/24V AC/DC, SPDT 2A Contact

EXIT

434U 434NU Momentary DPST EXIT
435U 435NU AA (On/Off)  DPST none

L1G 1 Green LED L3 Tri-color LED - Red, Green, Amber
L1R 1 Red LED R Red Button in lieu of Green
L2 1 Red,1 Green LED

Contact: 6 Amp @ 30VDC
Wire Connection: Screw Terminals

1 Gang: 2 7/8" x 4 1/2" x 20 Ga. (73 x 114 x 0.912 mm)
Narrow: 1 3/4" x 4 1/2" x 20 Ga. (45 x 114 x 0.912 mm)
2 Gang: 4 1/2" x 4 1/2" x 20 Ga. (114 x 114 x 0.912 mm)

1 Gang Narrow Contact Sign
432KUR 432KNUR Latching/ key reset DPST none

1 Gang:  2'' Button, Green Illuminated Lens - Stainless Steel
Narrow:  1¾''x1'' Button, Green Illuminated Lens - Stainless Steel

NFPA 101 Life Safety Code - 7.2.1.6.2
NFPA 1 Uniform Fire Code - 14.5.3.2
BOCA National Building Code - 1017.4.5
SBCCI Standard Building Code - 1012.7

•
•
•
•

C 605 Bright Brass D 606 Dull Brass F 611 Bright Bronze
G 612 Dull Bronze H 613 Oil Rubbed Bronze P 625 Bright Chrome

1.5'' Mushroom, Red Button Standard, Dull Stainless Steel

Enterprise Engineering  
Laboratories Listed

UL 294 Test Standard Compliant

CSFM Listed
Access Control Accessory

3625-0324:107

UL listed 294 
Access Control System Units

The MD31D PIR request-to-exit sensor unlocks doors automatically when 
persons approaching door are detected. The MD31D complies with national 
fire and building code requirements of for Access Controlled Egress Doors 
listed above. Code compliant failsafe mode releases locks when power to 
PIR sensor is interrupted. 

Suffix ‘U’ above indicates standard finish stainles steel
For special finish use suffix below in lieu of “U”

Suffix ‘U’ above indicates standard finish stainles steel
For special finish use suffix below in lieu of “U”


